
CA

 30 

120
119

45 44

25 24

100
99

230mm  -0/+30mm 
LONG RG174 FLAME 

RETARDANT COAX 
CABLE

HEAT SHRINK SLEEVE
SE1-0310

HOUSING MOULDED IN UV 
LIGHT STABILISED
FLAME RETARDANT PC-ABS - 
TELEGRAY RAL7047.
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RIGHT ANGLE 
FAKRA C 

JACK

FAKRA C JACK
STANDARD INTERFACE

SCALE 2:1

NOTES:

SAMPLES MUST BE APPROVED BY PANORAMA ANTENNAS 1.
Q.C. BEFORE COMMENCING PRODUCTION.

ALL MATERIALS SUPPLIED MUST BE RoHS3 (DIRECTIVE 2.
(EU) 2015/863) COMPLIANT AND MUST NOT CONTAIN ANY 
SUBSTANCES OF VERY HIGH CONCERN (SVHCs) LISTED 
UNDER REACH OR POLY-AROMATIC HYDROCARBONS 
(PAHs), OR PERSISTENT ORGANIC POLLUTANTS (POPs) 
CONTROLLED BY THE STOCKHOLM CONVENTION.

OPERATING FREQUENCY:
800-960/1710-2700 MHz ISO VIEW
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